Made in Hungary

FemtoRose 10 PRC/MDC seed
Ultrabroadband, sub-10-fs Ti:sapphire laser
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FemtoRose 10 MDC/PRC

FemtoRose 10 MDC/PRC is developed for applications where sub- 1 0-fs
or high bandwith (FWWHM bandwidth > 80 nm) pulses around 800 nm

are required. Positive dispersion of a highly doped Ti:sapphire crystal is
overcompensated by chirped mirrors (MDC) or, alternatively, by a fused
silica prism pair together with properly dispersion engineered chirped
mirrors (PRC). The MDC version exhibits higher stability in terms of
repetition rate, pulse duration or spectral width, while the PRC version
offers adjustable pulse duration (and corresponding spectral width)

in the ~8 to ~30 fs range.

Applications
g

* Broadband seed for CPA systems

e Broadband femtosecond source for frequency metrology
(after CEP stabilization)

e Optical coherence tomography (OCT)

e Ultrafast spectroscopy

* Nonlinear microscopy

System specifications:

Output power (3.5 W pump): > 230 mW
Operation wavelenght: ~ 790 nm
Bandwidth: > 80 nm

Pulse duration at the laser output: < |10 fs
Repetition rate: ~76 MHz, nominal R&D Ultrafast Lasers Ltd.

Noise: < 17% H-1012 Budapest, Attila tt 73.
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New: NoTouch version available!



