
Advanced Solid-State Photonics

Sub-nanojoulepulse compression in small core area photonic crystal fibers below
the zero dispersion wavelength

Z. Várallyay

Department of Atomic Physics, Budapest University of Technology and Economics,
Budafoki út 8, H-llll Budapest, Hungary

vara l@born.l1!1Y...bme.hu

J. Fekete, Á.Bányász, R. Szipocs
ResearchInstitutefor Solid State Physics and Optics, P.O. Box 49, H-1525 Budapest, Hungary

Tel: +361 3922222/3714; Fax: +3613922215
szivoec s@ sunse ro. ktki. hu

Abstract: Compression of sub-nanojoule laser pulses using a commercially available
photoniccrystal fiber with zero dispersion wavelength of 860 nm is discussed. Theory
showsthat by the optimization of input and output chirp parameters up to the third-order,
highquality, sub-6 fs pulses can be generated from a cost efficient experimental setup. As
a verification of our theoretical results, two-fold pulse compression starting from 24 fs
transformlimited seed pulses is experimentally demonstrated.
OCIScodes: (320.5520) Pulse compression; (320.7140) Ultrafast processes in fibers

Introduction

Pulsecompressionof optical pulses down to 5 fs were demonstrated in a wide variety of experimental
arrangementsusing standard single mode opticaI fiber (SMF) [1] or gas filled hollow core fiber as a
nonlinearmedium [2]. The common feature of previous studies in this time domain is that they require
laserpulsesat energy levels weIl above 10 nJ, i.e., pulse energies that are difficult to obtain directly
fromafemtosecondpulse laser oscillator. As a result of recent development of small effective core area,
singlemode photonic crystal fibers (PCF), tenfold pulse compressions were demonstrated in a few
experiments[3,4] at nj or sub-nj optical pulse energies, which resulted in typicaI compressed pulse
durationsof 20 to 35 fs. In our previous studies [3], we found that the compressed pulse duration was
primarilylimited by the wavelength difference between the laser central wavelength (750 nm) and the
zerodispersionwavelength (767 nm) of our PCF sampIe.

In this paper, we show that it is possible to obtain compressed sub-6 fs pulses using nanojoule or
sub-nanojouleseed pulses and novel commercial PCF-s with red-shifted zero dispersion wavelengths by
properlychoosing the input and output chirp parameters up to the third-order. It is worth pointing out
thatsuchinput pulse energies with the required pulse durations can be easily obtained from low pump
threshold,mode-Iocked Ti:sapphire laser oscillators pumped by only 1.2 W [5]. As an experimental
proofof our calculations, we describe our corresponding experiment with similar experimental
conditions.We extend our studies by the investigation of the effect of different dispersion slopes on the
qualityof compressed pulses.

Wecalculate the pulse propagation through PCF as a nonlinear Schrödinger type system [6]. The input
pulseswe used in the simulation have a sech2 temporal intensity envelope function that is typicaI for
femtosecondpulse solid state laser oscillators. We used dispersion data provided by the manufacturer
(type"2.2Nonlinear PCF" fiber, Crystal Fibre, Denmark [7]) in our ca1culations. Since the dispersion
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was not available for the required broad spectral range necessary for our calculations, it was
approximated by a Taylor-expansion:

T F
D(A) =Do+ S(A-Ao) +-(A-Ao)2 +-(A-Ao)3

2 6

In Eq. (1), Jo is the reference wavelength chosen as the central wavelength of the seed pulse, Do is the I
dispersion at the central wavelength, S is the dispersion-slope, T is the third-order dispersion and F is the
fourth-order dispersion having the corresponding values of Do =-27.15.10-6 s/m2, S=5.18.1O2 s/m3,T=-
3.28.109 sim4, F = 1.64.1016 s/ms, respectively.

We found that the compression level strongly depends on the initial chirp of the pulse injected
into the fiber for transform limited pulse durations in the sub-100 fs regime. This is in agreement with
our previous studies [3]. Providing a small line ar chirp to the input pulse, the pulse duration becomes
slightly longer but it results in lower pulse shape distortion during propagation in the fiber (the distortion
is caused by the strong third-order dispersion of the PCF). However, the required line ar pre-chirp may
result in less efficient spectral broadening during propagation. One may control the spectral broadening
at a certain energy level in this way, and avoid frequency components that may harm the quality of the
compressed pulse [3].

In our calculations, the following expression was used for describing the pre-chirp of the laser
pulse seeding the PCF samp1e:

(1)

I
I

I
Achirped(O,T)= F-1{exp(i~~noi+i~~n0)3)F{A(0,T)}} (2) ~

where F stands for Fourier transformation,A(z,T) is the complex envelopefunction of the seedpulse;
with no chirp (where z is the space coordinate in the propagation direction and T is the retardedtime),ol
is the angular frequency and rhinand rfJ:,inare the second- and third-order pre-chirp parameters(group- I

delay dispersion (GDD) and third-order dispersion (TOD)), respectively.
Dispersion compensation at the fiber end is introduced in the same way as Eq. (2) for the

complex envelope function by replacing rhin and rfJ:,inby rh°ut and rfJ:,°ut, respectively, that we refer to as .
output GDD and TOD throughout this paper.

Optimization
I
;

For optimization of the input chirp pararneters (rhin, rfJ:,in)and compression parameters (t/Jl°U\~
rfJ:,out) at agiven fiber length, input pulse energy and pulse duration, we assumed that the shortest
compressed pulse exhibits the highest peak power. This assumption was used in a brute-force
optimization method to find the best second- and third-order input and output GDD and TOD
parameters of a sech2 input pulse through a given range of the chirp parameters. Fig. 1 showsthepeak
intensity of the compressedpulse as a function of input GDD and TOD after providingthebest
compression pararneters for each calculated point. During our calculations, the length, nonlinear
refractive index and effective core area of the fiber were respectively chosen as 6 mm, 2.5xlO-2Om2fW
and 2.5 IJm2.The seeding laser pulse has a central wavelength of 760 nm, pulse energy of 1 nj that
corresponds to 76 mW average output power at a repetition rate of 76 MHz, while the full widthathalf
maximum (FWHM) pulse duration was chosen to be 12 fs. Such pulse durations can be obtained froma
mirror-dispersion controlled Ti:sapphire oscillator, see Ref. 5. We must note that the pulse parameters
used in the presented optimization process corresponding to Fig. 1 and Fig. 2 are slightly differentfrom
our experimental conditions (see later).
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Fig.1Peak intensity of 1 nJ optimally compressed pulses as a function of input GDD and TOD. The result corresponds to a
smallcore area PCF with zero dispersion wavelength of 860 nm. The seeding laser pulse has a central wavelength of 760 nm

and a transform limited FWHM pulse duration of 12 fs.
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According to the optimization map (see Fig. 1), the shortest compressed pulses can be generated
ataround-200 fsz input GDD and -200 fs3 input TOD. The best compression values that correspond to
thispeak are rh°ut=-100 fsz and fjJ:,°ut= -350 - -400 fs3.The correspondingcomputedtemporaland
spectralintensity distributions are shown in Fig. 2(a). The compressed pulse that belongs to the red spot
aroundrhin= 140 fsz and fjJ:,in= -1530 fs3 is shown in Fig. 2(b). In this latter case, the compressed pulse
widthis even shorter (4.7 fs) but the quality of the pulse is worse than that of the compressed laser pulse
shownin Fig. 2(a). The reason is that the spectrum displayed in Fig. 2(b) extends weIl above the zero
dispersionwavelength (860 nm) into the anomalous dispersion region of our PCF sampie. This part of
thespectrum can not be compressed properly, which results in a pedestal and satellite pulses of the
compressedpulse. The obvious asymmetric spectral broadening both in Fig. 2(a) and Fig. 2(b) is caused
bytheconsiderable third-order dispersion of the present PCF around the 800 nm.
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Fig.2 Computed temporal and spectral intensity distributions corresponding to two data points depicted from Fig. 1. (a) 'hin
=-170fs2, fhin=-220 fs3, 'h°llt =-110 fs2 and fhOllt=-340 fs3 (b) 'hin =140 fs2, fhin=-1530 fs3, 'h°llt =-100 fs2, fhoUl=-300 fs3. An
inputpulse with transform limited pulse duration of 12 fs is used in the ca1culations (dotted line is a pre-chirped pulse at the

fiber input).
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Modelingwith different dispersion slope parameters
/

Inthe foIlowing, we investigate the effect of the dispersion slope of the fiber dispersion (S in Eq. (1»
ontato compressed pulse duration and quality of the compressed pulses. We performed a number of
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calculations using different slope dispersion parameters of the fiber and we searched for the shortest
compressed pulse durations as described in the previous section. We found that the compressed pulse
duration and the quality of the compressed pulses depends on the dispersion slope. Therefore, we
reduced the disper1'ii~nslope in four steps until zero (see Fig. 3) for our investigations.
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Fig- 3 Dispersion curves of different slope parameters as a function of wavelength. The slope coefficients of the Taylor series
are expressed at around 797 nm (see also Eq. (1)).
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In order to qualify the quality of the compressed pulses here we define the Quality Factor.Thisis
given as the ratio of the energy in the main peak of the compressed pulse and the total energy of the
pulse:

b

fIA(z,T)12 dT

QF= :
fIA(z,T)12 dT

(3)

In this expression, the numerator is computed as a temporal integral of the intensity function between
time a and b corresponding to the two local intensity minima around the main peak.

The dispersion curves of the PCF in case of different dispersion slope values are plotted in Fig.
3. We simulated the propagation in PCF with the dispersion functions displayed. Interestingly, we
obtained almost the same compressed pulse durations after the optimization. For instance, the optimal
compressionparameters(input and output GDD, TOD)belongingto the dispersionslope of S=388.29
s/m3 are input GDD and input TOD of -50 fs2 and 130 fs3, while the output GDD and TOD parametefs
are <h°ut= -70 fs2 and f/JJout= -280 fs3, respectively. The compressed pulse duration is 6 fs when starting
from 12 fs seed pulse, which is similar to the value computed for the original dispersion profile (5.7fs
shown in Fig (2)). The quality factor is slightly higher (88.5%) than can be obtained for the compressed
pulse shown in Fig 2 (a) (87%). Concluding this investigation we can say that the lower the dispefsion
slope of the fiber the higher the quality factor of the compressed pulses is under the same experimental
conditions.

Experiment

In order to fit our simulations to the measured experimental data, we had to increase the effectivecare

area of the PCF in oUf model: it had to be double d having a new value of at around 10 ~m2. This
difference might have been partially caused by not proper orientation of the PCF sampie in OUf
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